
Excluded Buildings Guidance for FY08 Reporting 

3 September 08 
 

 

The following presents specific guidance for listing buildings that are to be excluded 

from the energy intensity reduction goals.  Any site seeking to use the Excluded Building 

category should following these guidelines.  The requirements in paragraph 4.a.(2) in 

DOE Order  O 430.2B to submit the list in a spreadsheet format is now met by submitting 

a copy of the PDF file generated by FIMS as described below.  Self Certification of this 

PDF file is required.  The sites certification is still required by November 15
th

.   

 

1.  The data needed to generate the Excluded Buildings List is to be keep as part of FIMS.  

 

2.  Buildings designated in FIMS as being “Energy Consuming Metered Process” 

buildings are the buildings that appear on the Excluded Buildings list.  Only buildings 

that are to be on the excluded buildings list  are to be classified with FIMS as “Energy 

Consuming Metered Process.” 

 

3.  The FIMS database has been expanded to include two new fields for  Excluded 

Buildings information.  One field is the Exclusion Part designator.  The other field is the 

Justification Comment field.  The Exclusion Part designator indicates the type of 

exclusion that applies to the building. The definitions for the Exclusion Parts are shown 

at the end of this guidance.  The Justification Comment is a brief narrative that explains 

the justification for the exclusion. 

 

4  The buildings that appeared on the Excluded Buildings List for FY 2007 have been 

posted in FIMS as “Energy Consuming Metered Process”  buildings.  The Exclusion Part 

has been entered into FIMS along with up to 400 characters of the justification statement 

from the FY07 List. 

 

5  Site should review the listing of “Energy Consuming Metered Process” buildings in 

FIMS to ensure that the listed buildings are the buildings that the site wants to appear on 

the Excluded Buildings List.  Only buildings that are to be excluded should be on the list.  

It is possible that buildings that were excluded in FY07 are no longer eligible to be on the 

List for FY08.  

 

6.  Sites should also ensure that all the buildings that are to be excluded are listed in 

FIMS as “Energy Consuming Metered Process” buildings.  Some buildings that should 

be on the List may have been mistakenly been reclassified in FIMS as “Energy 

Consuming” buildings.  

  

7.  The two reviews mentioned above should occur before 30 September.  On 30 

September sites will no longer be allowed to change a building into or out of the  “Energy 

Consuming Metered Process” building classification. 
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8.  During October FEMP will work with the site to review the list of buildings, to review 

the strength of the justification statement and to make corrections. 

  

9  On the FIMS snapshot date (4 November for FY08 reporting) FIMS will produce the 

final Excluded Buildings List based on the information in FIMS as of that date. 

 

  

10.  Immediately after the snapshot date FEMP will distribute a copy of the Excluded 

Buildings List to the headquarters Program Office.  The Program Office will in turn 

distribute the List to the site office.   

 

11  The site office will review , approve, and return the List to Cyrus Nasseri at FEMP 

via the Program Office.  The site office’s transmittal should include the following 

statements. 

 

¶ “I certify that the buildings on the Excluded Buildings List meet the criteria  in 

the Guidelines Establishing Criteria for Excluded Buildings .” 

 

¶ “Each buildings or group of buildings that are eligible to be excluded under the 

criteria for a Part G or a Part H exclusion is/are metered for energy consumption 

and their consumption is reported annually.”  

 

¶ If any building is eligible to be excluded under the criteria for Part H for 

impracticability then this statement should be added, “The Justification Comment 

and any additional comments stated below provide adequate explanation for the 

finding of impracticability.  A third party verification that each excluded building 

has undergone a comprehensive energy audit within the last four years has been 

performed and all practicable energy and water conservation measures (with a 

payback of less than 10 years) have been installed.  The third party verification is 

attached.  The site’s annual report on Energy Management and the Annual Data 

Report Spreadsheet have been submitted.” 

 

The name, contact information and signature for the site office official should be 

included.   

 

 

NOTES: 

12.  Requirements to have installed all practicable ECM applies only to buildings being 

excluded and not to all buildings at the site. 

 

13 Critical findings don’t apply to separately metered process loads. 

 

14.  Implied exclusion for process loads does not apply to entire buildings but only to the 

process loads and square footage where process load is occurring. 
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15.  Metered data means that energy is directly or indirectly measured at least annually 

and that estimated algorithms to determine energy usage are not used.  (If only part of the 

process load is measured, then only that part of the energy usage can be excluded.) 

 

16.  Buildings on the Excluded List must have had an audit assessment  within the last 4 

years. 

 

17.  The square footage associated with the Excluded Buildings List is the square footage 

figure that will be used for the square footage figure for Metered Process  (Excluded) 

Buildings in EMS4.  This square footage figure will be entered into EMS4 for the fourth 

quarter by FEMP and will be used to calculate the energy intensity for the year. 

 

 

Excluded Buildings  

 

18.  Part H Excluded buildings requires an audit within last 5 years.  This suggest that a 

buildings must be recertified for a Part H exclusion every five year 

 

19.  The Part H Excluded buildings must have installed a LCC effective measurers.  This 

is demonstrated by showing that all measures identified in an audit which was conducted 

within the last five years have been completed.  An energy assessment required by EISA  

meets the requirements. 

 

20.  The Part H exclusion is for buildings where there is a large process load.  Since 

progress load is not separately metered sites can exclude the entire building.  However, 

building level metering is required.  Allocation algorithms and modeling should not be 

used to determine the amount of energy being used by the building. 

 

21.  The Part G Assumed Exclusion applies primarily to separately metered loads within 

a building.  These loads should be driven by mission and operational requirements.  Such 

loads should not be influenced by conventional building energy conservation measures. 

 

If separately metered load is just for the process load, then the metered process 

load energy usage may be excluded.  The square footage figure is not excluded 

because of the energy is being used to provide lighting and space conditioning. 

 

If the separately metered load includes not only the process load but also related 

lighting and space conditioning energy then both the metered energy and square 

footage is excluded. 

 

22.  If area of a building supporting the process loads is less than the entire building and 

the energy metering is for the entire building, then the building would not be excluded 

under Part G because the load is not separately metered. 

 

23.  If the entire building supports the mission driven load and the entire building is 

measured, then both the energy and square footage may be excluded.  However, it other 
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space within the building is used for general administration or warehousing or some other 

purpose not directly associated with the load then the Part G exclusion would not apply. 

 

24. If a building is excluded under part H Exclusion the justification must describe how 

the load is mission related and how it meets operations requirements. 

 

25.  The four critical finings requied for a Part  H Exclusion  do not apply to Assumed 

Exclusions Parts D – G. 

 

26.  Regarding the finding of impracticability based on energy intensiveness site must  

demonstrate using standard energy engineering techniques that that an over whelming 

proportion of the building energy usage is process dedicated energy (about 70%). 

 

Site justification must state why the process dedicated energy may impact ability to meet 

goals. 

 

 

 

 

Correction of the FY03 Baseline. 

 

Sites should maintain a list of the buildings that compose the Excluded Building for the 

FY03 baseline.  The buildings on the FY03 list of excluded buildings are those buildings 

that would have meet in FY03 the current requirements for Excluded Buildings.  If the 

site has building that are classified as goal-subject buildings in the FY03 baseline year 

but which met the requirements to have been excluded buildings, then those buildings 

should be re-classified as Excluded Buildings.  If this situation needs to be corrected, 

please contact Cyrus Nasseri to have a change made to the FY03 baseline data. 

 

This action is requested to ensure that progress in meeting the energy intensity reduction 

goals is not achieved by simply correcting a reporting error that changes buildings from 

goal-subject to the Excluded subsequent to FY03 when the building should have been in 

the Excluded category in FY03. 
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Definitions of Exclusions PART B through PART H 
 

 

PART B  

__ Building or group of buildings is privately owned and privately occupied but 

happen to be co-located on Federal lands or military installations.  (Privately 

owned buildings listed in FIMS will not be excluded in this Part.) 

 

PART C  

__ Building or group of buildings has Fully-Serviced Leases.  

 

PART D  

__ Building or group of buildings is/are essentially structures such as outside 

parking garages which consume essentially only lighting energy, yet are 

classified or categorized as buildings. 

 

PART E  

__ Building or group of buildings has energy usage that is skewed significantly due 

to reasons such as: buildings entering or leaving the inventory during the year, 

buildings down-scaled operationally to prepare for decontamination, 

decommissioning and disposal, and buildings undergoing major renovation 

and/or major asbestos removal. 
 

PART F  

__ Building or group of buildings is/are leased space where the Government may 

pay for some energy but not all, the space comprises only part of a building, or 

the expiration date of the lease limits the ability to undertake energy conservation 

measures. 

 

PART G (BOTH statements in this part must be checked for exclusion) 

__ Building or group of buildings is/are separately-metered energy-intensive loads 

that are driven by mission and operational requirements, not necessarily 

buildings, and not influenced by conventional building energy conservation 

measures. 

 

AND 
 

__ Building or group of buildings is/are metered for energy consumption and their 

consumption will be reported annually. 

 

PART H (BOTH statements in this part must be checked for exclusion) 

__ Building or group of buildings can demonstrate four critical findings at the 

excluded building(s): 1) Energy requirements are impracticable; 2) All Federally 

required energy management reports have been completed and submitted; 3) Has 

achieved compliance with all energy efficiency requirements; and 4) 

Implementation of all practicable, life cycle cost-effective projects.  

 

AND 
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__ Building or group of buildings is/are metered for energy consumption and their 

consumption will be reported annually. 

 

 

 


